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STEPS

INITIAL START UP PROCEDURE

1. Fill unit with water (Machine is full when water level reaches the bottom of the debris screen)
Note: Machine should be level before operating
Warning!! Water level must be maintained at all times to bottom of filter or damage to pump
will occur!!!
2. Connect to power ALL Single Phase ALL 3-Phase
(ALL UNITS) will have will require hook-ups or
?gfgopr vate-power professional installation

Note: Must comply with NEC and state electrical codes

SCAN the QR code for information regarding setting up your time clock

Note: Do not operate heaters without water in tank! Damage to heater will occur!!

TEMCO DETERGENT DOSING (16 0oz Cup = 1 Pound)

. Dissolve detergent in hot water before adding to tank. 1.5-2 Pounds
Add dissolved detergent to tank. Per 20
Run wash cycle to thourougly mix detergent. Gallons

WARNING!! Never add undissolved detergent to tank; damage to tank will occur!!

STEPS

NORMAL OPERATION

| 8 Place parts to be cleaned on the turntable.

Note: Center heavy loads on turntable to avoid damage to bearing.
Rapid evaporation, check fluid level and debris screen daily.

2. Turn WASH CYCLE timer to the desired setting.
(most parts can be cleaned in 5 to 20 minutes.)

3 Open the door slowly when WASH CYCLE is completed to allow excess
steam to escape and water to drain out of door

4. Remove clean parts

OIL SKIMMER OPERATION (Automatic)

Place waste oil container provided under oil skimmer spout. (Black Bucket).
IF the time clock is set up correctly, the oil skimmer will turn on automatically when the

heating elements are activated, and run for 30 minutes. You can manually operate the oil
skimmer if needed. Ensure the heating elements are on, turn the oil skimmer switch off than on
again. This will manually activate the oil skimmer for 30 minutes.

Note: Check water level before operating oil skimmer. Water should be at maximum level
for efficient oil skimming
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MID-RANGE SPRAYARM OPERATIONS

Turn upper spray arm valve off. Lower midrange down over turntable.
Move midrange daily to prevent seizing.

*Ensure Lock Ring is Tight* Note: Grease zerk often

TURNTABLE SWITCH OPERATIONS

The turntable switch is located on the bottom front corner of the main control panel. The

turntable switch has 3 positions. OFF
Avuto

MaAnuaL
Auto - Normal Operations (Far left). C\
Off - Stops turntable during wash cycle for spot washing (center)

Manual - To manually rotate turntable for unloading, loading and positioning parts Far right).

Note: Be sure the turntable switch is in the auto position for normal operation.

CLEANING PROCEDURE

Skim oil from reservoir as thoroughly as possible. This is best accomplished overnight when
heat is off.
Flip HEAT + EVAP CYCLE switches up or to the “ON” position

All other switches should be in the “OFF” position during EVAP CYCLE).

Note: EVAP CYCLE SWITCH is located on the back of the Control Panel.

If auto fill is installed, turn off water supply before initiating EVAP CYCLE.

Allow 24 hours for the new liquids to boil away.

Clean machine of sediments and other debris.

Flip HEAT + EVAP CYCLE switches to the “OFF” position and follow INITIAL START UP

PROCEDURE to return machine to NORMAL OPERATION.

(When liquids boil down to within a couple inches from the bottom of tank, a liquid level control
will automatically shut the EVAP CYCLE off.) A manual reset switch located on right side of unit
will need to be pushed before heater will operate.

WARNING!! Do not push reset until heater is underwater!! Damage to heater will
occur if this is not followed!!

THERMOSTAT

The thermostat is factory set at 170°F and is adjustable. It is located under the back cowling
just above the pump head.

SUPER HEAT (OPTION)

The “SUPER HEAT” option will allow the water to reach ternperatures over 200°F. DO
NOT use “Super Heat™ for an extended arnount of time, as DAMAGE WILL OCCUR

TIME CLOCK SET UP & OPERATION (SCAN QR)

NOTE: The time clock will automate both the heaters and oil skimmer. Leave the heat
and oil skimmer switches in the “ON” position. These switches can be used for manual
operation if needed. If additional oil skimming is needed, switch the manual level in
time clock “OFF” and back “ON”. This will start another oil skimming cycle. Repeat
as needed
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STEPS

AUTOMATIC WATER FILL (AF1 - OPTION)

1. FIND THE 1/4” COPPER TUBING COILED-UP ON THE BACK OF THE UNIT.
2. ATTACH YOUR SHUT OFF VALVE TO THIS COPPER TUBING AND RUN FROM IT TO YOUR WATER
SOURCE USING EITHER 1/4” COPPER OR PLASTIC TUBING.

3. CHECK WATER LEVEL TO MAKE SURE IT IS NOT UNDER OR OVER FILLING YOUR TANK BEFORE
STARTING OPERATIONS AND ADJUST FLOAT VALVE IN TANK AS NEEDED AT THE ELBOW ONLY.

NOTE! NORMAL WATER LEVEL IS AT THE BOTTOM OR JUST BELOW THE DEBRIS SCREEN.

NOTE!' THE AF1 IS DESIGNED TO BE A MAKEUP WATER SYSTEM ONLY! IT IS STILL NECESSARY TO
CHECK WATER LEVEL OFTEN AND IF NEEDED FILL MANUALLY TO BOTTOM OF DEBRIS SCREEN.

NOTE!! BE SURE WHEN YOU ARE USING THE EVAP SYSTEM (OPTION) OR CLEANING THE WASHER
YOU SHUT OFF THE WATER SOURCE TO YOUR AF1. BE SURE TO TURN ON THE WATER SOURCE
WHEN PUTTING THE UNIT BACK INTO OPERATION.

STEPS

MANUAL AIR BLOW OFF AND/OR MANUAL RINSE OPTION

1. LOCATE THE AIR BLOW OFF OR RINSE SYSTEM SWITCH ON THE FRONT OF THE MAIN CONTROL PANEL.
2. AFTER WASH CYCLE HAS COMPLETED MAKE SURE PART IS PROPERLY POSITIONED. THEN HOLD
MANUAL AIR OR RINSE SWITCH IN THE ‘ON” POSITION. THIS WILL RUN THE AIR OR RINSE SYSTEM WITH
THE (TURNTABLE OFF!!) FOR AS LONG AS THE SWITCH IS HELD IN THE “ON” POSITION. ONCE YOU
RELEASE SWITCH THE SYSTEM WILL TURN OFF.

NOTE: IF YOU WANT TO ROTATE THE TURNTABLE WHILE RUNNING A MANUAL AIR OR RINSE CYCLE.

YOU MUST HAVE THE TURNTABLE SWITCHED FROM AUTO TO MANUAL. AFTER YOU ARE FINISHED

WITH THE MANUAL AIR OR RINSE BE SURE TO SWITCH TURNTABLE BACK TO AUTO FOR NORMAL
WASH CYCLE OPERATION OF THE TURNTABLE.

CAUTION!! MAKE SURE YOUR WASH CYCLE HAS ENDED!! BEFORE RUNNING THE MANUAL AIR BLOW
OFF OR RINSE SYSTEM!! MAKE SURE WASH CYCLE TIMER HAS TIMED OUT OR IS OFF!!

NOTE: MANUALAIR BLOW OFF OR RINSE EQUIPPED WITH ARTICULATING ARMS: THESE ARE TO
DIRECT AIR BLOW OFF OR RINSE INTO HARD TO REACH AREAS OF THE PART BEING WASHED. EACH
 ARTICULATING ARM HAS A BALL VALVE TO OPERATE INDEPENDENTLY OF EACH OTHER AS NEEDED.

tNOTE: WHEN ARTICULATING ARMS ARE USED, THE SYSTEM WILL LOCK OUT TURNTABLE ROTATION.

TEMCO

WASHPARTS.COM
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REPLACEMENT-PARTS

SCAN THE QR CODE BELOW TO VISIT OUR
WEBSITE FOR PARTS AND PURCHASING

WASHPARTS.COM

IF YOU HAVE ANY QUESTIONS OR NEED ADDITIONAL
ASSISTANCE, PLEASE CONTACT US AT 800-245-1869 OR EMAIL

TEMCO@WASHPARTS.COM

THANK YOU,
800-245-1869 | temco@washparts.com
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TROUBLE SHOOTING GUIDE

NO HEAT ALL MODE

Time Clock:

1. Check time clock for proper time (Yellow dial) set to proper time if needed.

2. Check skip-a-day dial (this is the Silver dial located in the lower right corner of Yellow dial set
to correct day of the week (proper day should be at top of silver dial). Check manual on/off
level in time clock make sure it is in the ON position.

Control Panel:

1. Check Heat on/off switch and make sure it is in the ON position.

2. Check breakers in main control panel they may be tripped. Turn breakers on.
3. If they continue to trip check heating element and heating circuit for issues.
4. Check for shorted wires or bad heating element repair as needed.

Manual Reset Switch:

1. Check Manual Reset Switch to see if it has popped out

The Manual reset is located in the upper right side of the back hatch looking at the front of
the unit. It has the round Red and Yellow warning tag over it.

2. Lift this tag and push the reset button. If reset is tripped it will make an audible click when
pushed.

3. If reset button is stiff it may need to be replaced. Call TEMCO for instructions.

Make sure heat and evap switches are in the OFF position, and water is
covering heating element before you push reset!!

PUMP NOT WORKING ALL MODELS

1. Check the Safety Door Switch to see if it loose, out of adjustment or bad.
2. Check pump for restrictions in pump head.

3. Check pump circuit controls for tripped breaker and wiring issues.

4, Check Wash Cycle Timer or proper operation.

5. Check pump motor for loose wires or if motor is bad.
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PUMP SEAL ISSUES ALL MODELS

Pump is leaking:

IMPORTANT! 95% of pump seal failures are due to chronic low water condition starving the
pump of water.

- 2, if the pump seal is leaking it must be replaced. (Call TEMCO for assistance if needed)

3. After new pump seal is installed. Proper water level MUST be maintained at all times!
IMPORTANT!! Water level should be maintained at just below or touching the debris screen!!
Never allow water level to drop more than 1” below the debris screens!!

~

4. Check water level often throughout the day to avoid low water conditions!

NOTE: if your unit is equipped with auto water fill system (due to the high operating
temperature and high rate of evaporation these units produce) It is necessary to check the
water level throughout the day and fill as needed. The auto water fill is designed to refill the
water tank when the machine is not being used. It is not designed to fill the tank or
maintain water level during operating hours.

5. Pump seals CAN FAIL due to washer not being cleaned often enough allowing sediments to
accumulate above normal levels (one inch or less) Clean tank of sediments often to avoid seal
and other problems. TEMCO recommends cleaning your unit a minimum of 30 days or less,
depending on usage.

6. Do not introduce incompatible chemicals into your TEMCO washer! Oil based solvents,
Acids, Brake or Carburetor cleaners should NEVER be introduced in your TEMCO washer!
DOING SO WILL VOID CABINET WARRANTY!

OIL SKIMMER NOT WORKING ALL MODELS

1. Check Manual On/Off lever in time clock it should be in the ON position. Time clocks have
a feature that automates the oil skimmer. The oil skimmer only comes on for 30 minutes
when the time clock brings the heat on at its ON set time.

Qil Skimmer:

1. Check Oil Skimmer switch to make sure it is in the ON position.

2. Check the Wiper blades on the Oil Skimmer chute

3. Check oil skimmer motor switch and wires for connection issues.

4. Check Skimmer motor to see if it is seized or bad.

IMPORTANT! Never run oil skimmer while washer s in service. It is best to run oil skimmer

while water is cold and static. This is usually in the morning before you start your day’ s
operation.
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TURNTABLE [S NOT ROTATING ALL MODELS

1. Check Turntable Switch make sure it is in the AUTO position.

2. Check Turntable Drive Wheel for worn or broken teeth or if loose, unscrewed from shaft
adapter. Also check that shaft adapter has not slipped and adjuster bolt is tight.

3. Check Turntable Drive Wheel for proper alighment with side of turntable. (NOTE: Turntable
Drive Wheel should be riding at the center of turntable)

4. Check to see if Drive Wheel Cover is Jamming the Drive wheel.

5. Check to see if Drive motor tension spring is in place.

6. Check drive motor bracket bolts for tightness. (NOTE: Drive Wheel should ride at center of
turntable)

7. For larger modeis (T20 and above) check drive motor bracket bolts and tension springs.

IF YOU HAVE ANY QUESTIONS OR NEED ADDITIONAL ASSISTANCE, PLEASE
CONTACT US AT 800-245-1869 OR EMAIL TEMCO@WASHPARTS.COM

THANK YOU,

800-245-1869 | temco@washparts.com

TEMCO

WASHPARTS.COM

Page 25



MAINTENANCE

MAINTENANCE SCHEDULE ALL MODELS

1. CLEAN TANK A MINIMUM OF EVERY 30 DAYS / REMOVE ALL SEDIMENTS FROM TANK,

2. MOVE MID RANGE SPRAY ARM DAILY, AND GREASE MID RANGE SPRAY ARM EVERY 30
DAYS MINIMUM.

3. GREASE DOOR HINGES EVERY 90 DAYS,

4. CHECK ALL ELECTRICAL CONNECTIONS IN MAIN CONTROL PANEL, J BOX. EVERY 3 TO 6
MONTHS.

5. INSPECT FOR RUST AND IF FOUND TREAT RIGHT AWAY. NEVER LET RUST BUILD UP AND
SPREAD.

NOTE: BLOCK DRIVE WHEEL BACK FROM TURNTABLE WHEN REMOVING OR INSTALLING TURNTABLE.

TURNTABLE REMOVAL.: GRASP TURNTABLE HANDLES AND PULL STRAIGHT UP UNTIL TURNTABLE
SHAFT CLEARS BEARING.

NOTE: TURNTABLE IS EASIER TO REMOVE WHEN WATER IS HOT.

WARRANTY

WARRANTY

TEMCO warrants its products for two years, from date of purchase. TEMCO will either provide
replacement parts and repairs or a replacement product in certain instances where replacement
parts or repairs are unable to effectively repair product.

CAUTION!!

Use no caustics or solvents!! Use no acids!! Only use TEMCO detergent
or equivalent. Failure to do so voids warranty!

Dissolve all detergents in hot water before adding to washer. Failure to do so
voids. Warranty! (Use of caustics, solvents or acids voids warranty)

Clean often. (TEMCO recommends cleaning every 30 days, minimum).

Never bypass safety switches!! Bypassing safety switches voids warranty and
can cause serious injury!!!
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SERVICE NOTES

DATE REPAIRS

DATE CLEANED




TEMCO
AP BLEND

DETERGENT

(SDS)

SAFETY DATA SHEET
(Pages 27-31)



SAFETY DATA SHEET

SECTION 1 MATERIAL IDENTIFICATION

PRODUCT NAME / DESCRIPTION: PWL

DISTRIBUTED / MANUFACTURED BY:

TEMCO Date: 10/05/23
301 W Waterloo Rd, Ste. 294 Phone: (800) 245-1869
Edmond, OK 73025 Emergency Phone: (800) 255-3924

FUNCTION Industrial Cleaner

SECTION 2 HAZARD IDENTIFICATION

CLASSIFICATION:
Corrosive: Category 1
Acute Toxicity: Category 3
Skin Corrosion/Irritation: Category 1
Serious Eye Damage/Eye Irritation: Category 1
Respiratory Sensitizer: Category 1
TOST:Acute Category 3
TOST:Chronic Category 2
Aspiration: Category 1
Aquatic Toxicity: Acute Category 3
Aquatic Toxicity: Chronic Category 4

SIGNAL WORD:

DANGER!

HAZARD STATEMENTS:

May be corrosive to metals

Toxic if swallowed

Causes severe skin burns and eye damage

Causes serious eye damage

May cause allergy or asthma symptoms or breathing difficulties if inhaled
May cause respiratory irritation

May cause drowsiness or dizziness

May cause damage to organs through prolonged or repeated exposure
May be fatal if swallowed and enters airways

Harmful to aquatic life

May cause long lasting harmful effects to aquatic life

st

PRECAUTIONARY STATEMENTS



Obtain Special instructions before use

Do not handle until all safety precautions have been read and understood
Use personal protective equipment as required

Avoid breathing dust/fume/gas/mist/vapors/spray

Use only outdoors or in a well ventilated area

Wash all exposed skin thoroughly after handling

Avoid release to the environment

If medical advice is needed, have product container or label at hand
Keep out of reach of children

Read label before use

Keep container tightly closed

Keep only in original container

Do not get in eyes, on skin, or on clothing

Do not eat, drink, or smoke when using this product

Store in corrosive resistant/container with a resistant inner liner

TOXICITY:
See Section 11
Less than 1% of this mixture contains ingredients with unknown acute toxicity.

SECTION 3 HEALTH HAZARDS
CHEMICAL NAME %W /W CAS NUMBER
Potassium Hydroxide <20 1310-58-3

(Proprietary Formula)

SECTION 4 FIRST AID

Potential acute health effects:

Eyes: May cause severe irritation, burns, and/or damage

Skin: May cause severe irritation, burns, and/or damage

Inhalation: Inhalation may cause severe irritation

Ingestion: Ingestion may cause irritation, corrosion/ulceration, nausea,

and vomiting.

Medical conditions aggravated by exposure:
None known.

Eye Contact: In case of contact, immediately flush eyes with cool running water. Lift and
separate eyelids while flushing with plenty of water for at least 15 minutes.
Get medical attention.

Skin Contact: Wash with soap and water. Get medical attention if irritation occurs. Wash
clothing before reuse. Destroy contaminated shoes.
Inhalation: Remove victim to fresh air and keep at rest in a position confortable for

breathing. If not breathing, give artificial respiration. If breathing is difficult,
give oxygen. Seek medical attention if symptoms develop.

Ingestion: Do NOT induce vomiting unless directed to do so by medical personnel.
Never give anything by mouth to an unconscious person. If large quantities
of this material are swallowed, call a physician immediately. Give plenty of
water.



SECTION 5 FIRE FIGHTING MEASURES
Fire Hazard Classification (OSHA/NFPA): 0
Extinguishing Media: As required for fire being fought.
Special Fire Fighting Procedures: Use self-contained breathing apparatus.
Hazardous Combustion Products: None known.

SECTION 6 ACCIDENTAL RELEASE MEASURES

Personal Precautions,
PPE, and Emergency
Procedures:
Containment
Procedures:

Clean-Up Procedures:

SECTION 7

Wear protective clothing as described in Section 8 of this safety data sheet.

Stop the flow of material, if this is without risk. Wear appropriate protective
equipment and clothing during clean-up. Do not allow the spilled product to
enter public drainage system or open water courses.

Sweep up or gather material and place in appropriate container for disposal.
Wash spill area thoroughly. Wear appropriate protective equipment during
cleanup. Dispose of collected material according to regulations.

HANDLING AND STORAGE

Handling:

Storage:

SECTION 8

Avoid contact with eyes, skin, and clothing. Do not take internally. For
industrial use only. Wash after handling. Don't breath dust, vapor, or gas.
Keep this and all chemicals out of reach of children.

Keep away from heat, sparks, and open flames. Prevent spills. Keep
container tightly closed and in a cool, well-ventilated place away from
incompatible materials. Empty product containers may contain product
residue, do not reuse.

PERSONAL PROTECTION / EXPOSURE CONTROLS

Ventilation System:

Airborne Exposure
Limits:
Personal Protection:

Eyes:

Hands & Skin:
Respiratory:
Work Practices:

SECTION 9

Always keep exposure below permissible exposure limits. In general
dilution ventilation is a satisfactory health hazard control for this substance.
However, if conditions of use create discomfort to the worker, a local
exhaust system should be considered.

None Established.

As prescribed in the OSHA Standard for Personal Protective Equipment (29
CFR 1920.132), employers must perform a Hazard Assessment for all
workplaces to determine the need for, and selection of, proper protective
equipment for each task performed.

Wear face shield, safety glasses, or chemical goggles.

For prolonged or repeated handling, use impervious gloves. Gloves should
be tested to determine suitability for prolonged contact. Use of impervious
apron and boots are recommended.

If ventilation is not sufficient appropriate NIOSH/MSHA respiratory
protection must be provided.

Eye wash fountain and emergency showers are recommended.

TYPICAL PHYSICAL AND CHEMICAL PROPERTIES




Physical Form: Liquid
Color: Green
Odor: Wintergreen
Odor Threshold: NA
pH: 13.5+/-0.5
Boiling Point: ~212 degF
Melting Point: ~32degF
Flash Point: NA
Evaporation Rate (Butylacetate=1): NA
Flammability: Non-Flammable
UEL: NA
LEL: NA
Vapor Pressure: NA
Vapor Density: NA
Specific Gravity (Water=1): 1.11+/-0.05
Solubility Water: Soluble
Partition Coefficient: NA
Auto-ignition Temperature: NA
Decomposition Temperature: NA
Viscosity (CPS): NA
SECTION 10 STABILITY AND REACTIVITY
Stability: This product is stable under normal temperatures and pressures.
Incompatibility: Strong Acids
Decomposition Unknown
Products:
Conditions to Avoid: None Known
SECTION 11 TOXICOLOGICAL PROPERTIES
Raw Material Test Result Route Species
Potassium Hydroxide (1310-58-3) LD 50 273 mg/kg | Oral rat
Octenylsuccinic Acid (28805-58-5) LD50 1190 Oral Rat
mg/kg

See Section 4 for symptomes.

CARCINOGENICITY
No known carcinogens.

MUTAGENICITY:
No known mutagens.

REPRODUCTIVE TOXINS:
No known reproductive toxins.

SECTION 12

ECOLOGICAL INFORMATION




Raw Material Test Result Time Species
Potassium Hydroxide (1310-58-3) LC50 80 mg/L 24 hrs Mosquito Fish
Octenylsuccinic Acid (28805-58-5) EC50 22 mg/L 48 hrs Daphnia magna

PERSISTENCE & DEGRADABILITY:
NE

BIOACCUMULATION:
NE

MOBILITY:
NE

SECTION 13

DISPOSAL CONSIDERATIONS

Whatever cannot be saved for recovery or recycling should be managed in an appropriate and
approved waste disposal facility. Processing, use, or contamination of this product may change the
waste management options. State and local disposal regulations may differ from federal disposal
regulations. Dispose container and unused contents in accordance with federal, state, and local

requirements.

SECTION 14

TRANSPORT INFORMATION

CORROSIVE LIQUIDS, n.o.s.,
(Contains Potassium Hydroxide)
8, UN1760, PGIII
LABEL/PLACARD REQUIRED

SECTION 15

REGULATORY INFORMATION

US FEDERAL REGULATIONS

SARA (SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT):

SARA 302 EXTREMELY HAZARDOUS SUBSTANCES LIST:

SARA 312 HAZARD CATEGORY:

SARA 313 TOXIC CHEMICALS LIST:

CERCLA (COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT):

N/A

N/A

N/A

RCRA (RESOURCE CONSERVATION AND RECOVERY ACT) LISTED HAZARDOUS WASTES:

N/A

CWA (CLEAN WATER ACT) LISTED SUBSTANCES:

N/A




FDA (FOOD AND DRUG ADMINISTRATON):
N/A

TOXIC SUBSTANCES CONTROL ACT (TSCA):
ALL INGREDIENTS ARE LISTED.

NFPA HAZARD INFORMATION SIGN

[2] HEALTH HAZARD (BLUE DIAMOND) Hij| REACTIVITY HAZARD (YELLOW DIAMOND)

4-DEADLY 4-MAY DETONATE
3-EXTREME DANGER 3-SHOCK AND HEAT MAY DETONATE
2-HAZARDOUS 2-VIOLENT CHEMICAL CHANGE
1-SLIGHTLY HAZARDOUS 1-UNSTABLE IF HEATED
0-NORMAL MATERIAL 0-STABLE

[0] [COR] SPECIFIC HAZARD (WHITE DIAMOND)
FLASH POINTS: OXY  OXIDIZER
4-BELOW 73 F ACID  ACID
3-BELOW 100 F ALK ALKALI
2-BELOW 200 F COR  CORROSIVE
1-ABOVE 200 F w USE NO WATER

0-WILL NOT BURN

SECTION 16 OTHER INFORMATION

THIS INFORMATION IS OFFERED IN GOOD FAITH AS TYPICAL VALUES AND NOT AS A PRODUCT
SPECIFICATION. NO WARRANTY, EXPRESSED OR IMPLIED, IS HEREBY MADE. THE RECOMMENDED
INDUSTRIAL HYGIENE AND SAFE HANDLING PROCEDURES ARE BELIEVED TO BE GENERALLY
APPLICABLE. HOWEVER, EACH USER SHOULD REVIEW THESE RECOMMENDATIONS IN THE SPECIFIC
CONTEXT OF THE INTEDED USE AND DETERMINE WHETHER THEY ARE APPROPRIATE.



